
 
 

Right Hand Drive Instructions 
 
Thank you for purchasing the Track Formula Drive-By-Wire Throttle Pedal Adapter for Evo 8 & 9. This 

adapter allows fitment of the Evo 10 Throttle Pedal Part Numbers 1600A104 & MN101546. This 

bracket has not been confirmed to work with any other part number. 

 
 
 
What’s in the box?  
 

 Connector, seals and pins plus 2 spare pins (if purchased) 

 Bracket 

 Mounting hardware (3x M8x35 socket head, 1x M8x55 socket head, 7x M8 washers, 1x M8 
large washer, 4x M8 nyloc nuts) 

 Delrin Throttle Stop (threaded to suit existing stud) 

 Delrin Bush (for blanking the old cable hole in the bulkhead) 

 Instructions. These can always be downloaded from 
www.trackformula.co.uk/instructionssoftware 
 
 

Tools Required 
 

 Allen Key/Allen Socket 6mm 

 13mm Spanner (open end) 

 12mm, 13mm Socket 

 Ratchet 

 Drill with 8.5mm Drill Bit 

 A spare friend or a long magnetic tool 
 
 

Notes 
 

1. The throttle stop supplied MUST be used to ensure correct operation. 
2. Brand new plugs, pins and seals for the throttle pedal are available from Track Formula. 
3. Included in these instructions is the pinout diagram for the pedal wiring. 
4. Installation requires the carpet and sound proof material to be removed.  
5. As per note below, do not use the pin location numbers on the connector as Mitsubishi’s 

pinout does not follow these. 
 
 

http://www.trackformula.co.uk/instructionssoftware


Installation Steps 
 

1. Start off by removing the old pedal and cable setup along with carpet and sound deadening. 
2. Mount the pedal to the bracket using the top right and lower hole only with the smaller 

allen bolts and nyloc nuts supplied. Use a washer on the front and back of each side. 
3. Install the bracket to the existing mounting studs coming out of the floor on the car. 
4. Mark and drill the metal plate referenced below with an 8.5mm drill bit. 
5. Remove bracket and ensure hole is in the correct position as per image below. This will 

ensure correct alignment and operation. 
6. Re-attach the bracket and pedal setup to the car now also using the longer bolt in the top 

left hole. Be sure to include the metal collar/spacer to take up the gap. It’s best to leave the 
bolts loose a little at this stage. 

7. Use the supplied plastic bush to block off the hole for old cable setup. You may need an 
assistant to help hold the fastener inside the engine bay as it’s tightened or find a way to jam 
a tool so it doesn’t spin. The direction of the bolt should go in from the engine bay so you 
are attaching the nyloc nut and washer from within the cabin. This allows you to use a long 
reach magnetic tool to get the bolt into place. Use the large washer on the engine bay side. 

8. Tighten all the hardware. 
9. Thread on the included throttle stop to the stud in the floor  DO NOT OVER TIGHTEN. 
10. Finally, ensure the pedal travels through its movement freely and hits the stop. 

 
 

Contact Information 
David – 07930073484  
david@trackformula.co.uk 
www.trackformula.co.uk 
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How to wire: 
 

 


