
 
 

Evo 4-9 Coil On Plug Kit Instructions 
 

CAUTION! - When working on your car’s engine ensure you have left sufficient time for it to cool 
down. 
 
Thank you for purchasing the Track Formula Lancer Evolution 4-9 Coil-On-Plug (COP) Ignition Kit. 
 
Notes 
 

1. Due to age, general wear and tear plus many heat cycles the factory wiring loom can be 
weakened. It’s advisable to inspect the left and right side of the loom under the protective 
covering to ensure the insulation of the wires are intact and show no signs or cracking, wear 
or corrosion. There should also be no signs of previous or original owners adding or altering 
the wires, connectors or terminals running to the coil plugs.  
 

2. The length of the supplied wiring for the coils is intentionally long. This allows the potential 
for a cleaner installation of the wiring if it’s cable tied and secured away from the spark plug 
valley.  
 

3. Some versions of our coil packs have one side with the model and part number removed. 
This is normal and is not the visible side when installed.  

 
 
Tools required 
 

 10mm Socket on a Ratchet 

 4mm Allen Key 
 
Installation Steps 
 

1. Undo the four 10mm bolts that hold the spark plug cover in place and set aside. 
2. Unclip the wiring harness on the left and right hand side of the coil pack loom. 
3. Remove the 10mm bolts holding in each coil and set aside. 
4. Carefully pull the coil and plug leads out of position and set aside. 
5. Remove the 10mm bolts that hold in the O2 sensor plug on the left hand side and set aside 

the bolts and bracket. These are best left removed to obtain a cleaner installation. 
6. Replace spark plugs at this stage for maximum efficiency although it is not a must. 
7. Push in place your new COP kit ensuring you spread the load over each coil. Ensure each coil 

is firmly located onto each spark plug. 
8. Use the supplied M6 bolts and washers to attach the carbon plate to the rocker cover. 
9. Re-connect the left and right hand side wiring loom to the COP kit wiring. 
10. Start your car to ensure the engine runs and idles correctly. 

 
 



Warranty 
One year warranty to the original owner. All parts are covered under a replacement only offer and 
must be returned for inspection and testing before replacement parts are issued. 
 
Related Info 
Engines may not need a specific mapping session to run this kit since it’s plug & play however it will 
help optimise the performance.  
Spark plugs should ALWAYS be torqued to 25± 5 Nm. Failure to do so can cause running issues. 
Always use genuine NGK spark plugs 
Aftermarket ECU’s can be updated with the specific coil dwell time. Adjusting the below dwell timing 
to your own preference maybe more beneficial to your application.  
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Contact Information 
07930073484 
www.trackformula.co.uk 
david@trackformula.co.uk 
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